MAINTENANCE AND PROTECTION OF TRAFFIC 8-13-04

BENEATH PROPOSED STRUCTURE AT STATION
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GENERAL

Maintain traffic on as shown in Traffic Control Plans and as directed
by the Engineer.

Provide a minimum temporary vertical clearance of at all times during
construction.

Submit plans and calculations for review and approval for protecting traffic and bracing
girders, as described herein, at the above station before beginning work at this location.
Have the drawings and design calculations prepared, signed, and sealed by a North
Carolina Registered Professional Engineer. The approval of the Engineer will not relieve
the Contractor of the responsibility for the safety of the method or equipment.

PROTECTION OF TRAFFIC

Protect traffic from any operation that affords the opportunity for construction materials,
equipment, tools, etc. to be dropped into the path of traffic beneath the structure. Based on
Contractor means and methods determine and clearly define al dead and live loads for this
system, which, at a minimum, shal be installed between beams or girders over any
travelway or shoulder area where traffic is maintained. Install the protective system before
beginning any construction operations over traffic. In addition, for these same areas, keep
the overhang falsework in place until after the rails have been poured.

BRACING GIRDERS

Brace girders to resist wind forces, weight of forms and other temporary loads, especially
those eccentric to the vertical axis of the member during al stages of erection and
construction. Before casting of intermediate diaphragms, decks, or connecting steel
diaphragms do not allow the horizontal movement of girders to exceed 2 inch (13mm).

BASISOF PAYMENT

Payment at the contract unit prices for the various pay items will be full compensation for
the above work.
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